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* Specifications subject to change without notice 
 
Standard Package 
Fusion Splicer, Cleaver, Lithium Battery, Cooling rack, 4-in-1 Fiber holder(one pair), USB data cable, Adapter, 

Carrying Case, User Manual(CD) , Warranty card, Calibration Certificate 

Fiber Check Fiber cleaving angle / axis offset / loss / fiber alignment / focus etc. 

Memory Space 5,000 splices /100 screenshots 

Tension Test 2N 

Electrode Life 5000 arcs 

V-groove White LED 

Splice Loss 
SMF/BIF ≦0.02dB(typ.)/ MMF≦0.01dB(typ.) / DSF/NZDSF/EDF ≦

0.04dB(typ.) 

Return Loss >60dB 

Splice Time ≦9 seconds 

Boot Time 5 seconds 

Heating Auto heating / 18 seconds (Typical, 0 - 240s adjustable) / 20 modes 

Battery 200+ (splice + heating) circles 

Imaging System Dual CMOS cameras, 200x zoom 

Power Saving Auto screen / power off (Adjustable) 

Power Supply 4400mAhLithium Battery 

Connectivity USB 

Working Condition 

-25℃ - 50℃ / -30℃ - 70℃ (Working / Storage),  

Humidity: 0 - 90%(Non-Condensing) 

Altitude: 0 - 5000m,Wind Speed ≦15m/s 


